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WLS27 LED Strip Lights

Banner's WLS27 LED Strip Lights have sturdy internal aluminum structure, encased in 
shatterproof, UV-stabilized, polycarbonate shells, making them ideal for harsh indoor and 
outdoor applications.

• Round shape makes them suitable for laminar airflow applications

• Rugged, water-resistant IP66, IP67 and IP69K design

• Daisy chain power to multiple lights

• Capability to dim lights using the wiring pinout (Hi/Lo/Off)

•  Automatic temperature protection built into the unit extends the product life

• Single- and dual-colored models available

http://www.bannerengineering.com/en-US/WLS/app/processtool


No need for an 
enclosure with 
the WLS27

Other models can 
cause turbulence 
and may require 
an enclosure
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Unique Round Design
• Suitable for laminar airflow applications

• No need for an enclosure

Over 50,000 hours of 
bright, even LED lighting

Advanced Solutions
• Eight lengths available from 145 to 1130 mm

• Hi/Lo/Off settings are controlled by the wiring pinout

• Available in 6 colors to meet your application needs

• Dual-color options are controlled by the wiring pinout

Red Blue Green Yellow
Cool or 

Warm White 

No exposed metal 
avoids corrosion

Stand-alone or 
cascadable models 
available

Sturdy internal aluminum structure, 
encased in shatterproof, 
UV-stabilized, polycarbonate shell

WLS27 LED 
Strip Lights

Automatic temperature 
protection built into the unit to 
protect the product lifetime

http://www.bannerengineering.com/en-US/


Chemical-resistant IP69K Robust
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Rugged for Harsh Environments
• Water-, chemical-, and cleaning solvent-resistant IP66, IP67 and IP69K design

• No exposed metal avoids potential corrosion

• Impact resistant

• Sturdy, ultrasonic-welded end caps

• Laser marked—no labels

http://www.bannerengineering.com/en-US/
http://www.bannerengineering.com/en-US/WLS27/app/carwash


4-Pin M12/ 
Euro-Style Cordsets
Straight connector models 
listed; for right-angle, 
add RA to the end of the 
model number (example, 
MQDC-406RA)

MQDC-406
2 m (6.5')
MQDC-415
5 m (15')
MQDC-430
9 m (30')

4-Pin M12/ 
Euro-Style Cordsets
Double-ended 
(straight male/straight 
female connectors)

MQDEC-401SS
0.3 m (1')
MQDEC-403SS
1 m (3')
MQDEC-406SS
2 m (6.5')

4-Pin M12/Euro-Style
Cordsets
Splitter

CSB-M1241M1241
0.3 m (1') male trunk; 
2 x 0.3 m (1') female branches

Supply Voltage 12 to 30 V dc

Pulse Width Modulation 
(PWM)

Frequency: Up to 1000 Hz
Voltage: 8 to 30 V dc
Current: 4 mA max. per foot

Construction Polycarbonate

Operating/Storage 
Temperature

-40 to +70 °C (-40 to +158 °F)

Connections Integral 4-pin M12 quick disconnect fitting 
(4-pin connecting cordset required)

Environmental Rating IEC IP66, IP67, IP69K per DIN 40050

Vibration and 
Mechanical Shock

Vibration 10-55 Hz 1.0 mm p-p amplitude 
per IEC 60068-2-6
Shock 15G 11 ms duration, half sine wave 
per IEC 60068-2-27

Certifications
       patent pending

LMBWLS27EC LMBWLS27H
Stainless steel

Lighted  
Length

First or Middle 
of Cascade

ø 27 mm

Stand-Alone or 
Cascade End Light

4-Pin M12 Euro-Style 
Washdown Cordset
Straight connector 
models only

MQDC-WDSS-406
2 m (6.5')
MQDC-WDSS-415
5 m (15')
MQDC-WDSS-430
9 m (30')

Length 
(mm)

Lumens* (Typical @ 25 °C) Typical 
Wattage** 

(Watts)
Cool 
White

Warm 
White Red Green Blue Yellow

145 325 325 55 180 40 50 3.6
285 650 650 110 360 80 100 7.2
430 975 975 165 540 120 150 11.0
570 1300 1300 220 720 160 200 14.6
710 1625 1625 275 900 200 250 18.5
850 1950 1950 330 1080 240 300 22.1
990 2275 2275 385 1260 280 350 25.9
1130 2600 2600 440 1440 320 400 29.8

*Typical operating wattage is measured at 24 V dc

 

LMBWLS27U LMBWLS27SP

WLS28-2PBQ
In-Line Switch with 
M12 Connectors
(not sealed—IP50)

WLS28-2MQ
In-Line Motion 
Detection Switch with 
M12 Connectors
(not sealed—IP50)

Intensity 
Control

Blank = Non-dimmable
PWM = Dimmable 

PWMWLS27

Family

C = Cascadable
X = Non Cascadable

Cascadable

C

W = Cool White
WW = Warm White
R =  Red
G = Green
B = Blue
Y = Yellow

W

LED 
Color*

145 
285 
430 
570 

710 
850 
990 
1130

145

Lighted 
Length (mm)

D =  Diffused 
Plastic

D

Window Construction

S = Sealed

S

Connector

Q =   Integral Euro QD

QD models require 
mating cordset

Q

4-Pin M12/Euro-Style
Double-ended (straight 
male/straight female 
connectors)

MQDEC-WDSS401SS
0.3 m (1')
MQDEC-WDSS403SS
1 m (3')
MQDEC-WDSS406SS
2 m (6.5')

*  For dual-color models, 
contact our factory
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WLS27 LED 
Strip Lights

IP69K Washdown Cables Standard Cables
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Accessories

http://www.bannerengineering.com/en-US/support/partref/45136
http://www.bannerengineering.com/en-US/support/partref/26850
http://www.bannerengineering.com/en-US/support/partref/27142
http://www.bannerengineering.com/en-US/support/partref/15103
http://www.bannerengineering.com/en-US/support/partref/47631
http://www.bannerengineering.com/en-US/support/partref/47632
http://www.bannerengineering.com/en-US/support/partref/75275
http://www.bannerengineering.com/en-US/support/partref/94774
http://www.bannerengineering.com/en-US/support/partref/94776
http://www.bannerengineering.com/en-US/support/partref/84916
http://www.bannerengineering.com/en-US/support/partref/84917
http://www.bannerengineering.com/en-US/support/partref/84918
http://www.bannerengineering.com/en-US/support/partref/94775
http://www.bannerengineering.com/en-US/support/partref/94773
http://www.bannerengineering.com/en-US/support/partref/93004
http://www.bannerengineering.com/en-US/support/partref/94424
http://www.bannerengineering.com/en-US/support/partref/96017
http://www.bannerengineering.com/en-US/support/partref/96018
http://www.bannerengineering.com/en-US/support/partref/96019
http://www.bannerengineering.com/en-US/


WLS27

Family

C = Cascadable
X = Non Cascadable

Cascadable C1 D1 C2 D2

C

W = Cool White
WW = Warm White
R =  Red
G = Green
B = Blue
Y = Yellow

Blank = 100%
2 = 50%
3 = 33%

W R

Colors (C) / Density (D)

285 
570 
850 
1130

145

Lighted 
Length (mm)

D =  Diffused 
Plastic

D

Window Construction

S = Sealed

S

Connector

Q =   Integral Euro QD

QD models require 
mating cordset

Q
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WLS27 LED 
Strip Lights

Dual-Color WLS27 Model Key
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EN 186573
© 2015  Banner Engineering Corp. Mpls, MN USA

Talk with an app engineer. Get product specs. Order now.

1-888-373-6767 • bannerengineering.com
Minneapolis, MN

Banner's WLC90 Heavy Duty Lights are designed to operate in harsh
environments and withstand washdown and spray from water as well as many
chemicals including coolants and detergents. They are compact and bright,
making them an excellent choice for machining centers and food processing
equipment.

• Oil, chemical, and water resistant with IP67, IP68g, and IP69K ratings
• Wide operating temperature range with an internal monitoring circuit

that dims the LEDs to a safe level at extreme temperatures
• Three lens choices to suit many application needs
• Pan-and-tilt brackets for versatile mounting to direct the light in any

direction
• Models have three discrete intensity level settings

Models Lens Angle Connection Window

WLC90WL8Q ± 8 degrees †

Integral 4-Pin Euro QD Side Exit

Polycarbonate

WLC90WL15Q ± 15 degrees

WLC90WL30Q ± 30 degrees

WLC90WL8RQ ± 8 degrees †

Integral 4-Pin Euro QD Rear ExitWLC90WL15RQ ± 15 degrees

WLC90WL30RQ ± 30 degrees

WLC90WGL8Q ± 8 degrees †

Integral 4-Pin Euro QD Side Exit

Borosilicate Glass

WLC90WGL15Q ± 15 degrees

WLC90WGL30Q ± 30 degrees

WLC90WGL8RQ ± 8 degrees †

Integral 4-Pin Euro QD Rear ExitWLC90WGL15RQ ± 15 degrees

WLC90WGL30RQ ± 30 degrees

The listed models have 4-pin integral QDs. To order the 2 m (6.5 ft) cable models, omit the suffix "Q" from the model
number. For example, WLC90WL8. Models with a QD connector require a mating cable.

CAUTION:

† Risk Group 2: Possibly hazardous optical radiation emitted from this product.

Do not stare at the operating lamp. May be harmful to the eyes. Risk Group 2 (RG 2) products generally
do not pose a realistic optical hazard if aversion responses limit the exposure duration or where lengthy
exposures are unrealistic.

- IEC 62471

WLC90 Heavy Duty LED Light

P/N 172704 Rev. B 12 December 2013
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Link to the  
Banner website

Link to 
data sheets

Link to videos

Link to 
CAD files

Link to 
catalog

WLS27 LED 
Strip Lights

http://www.bannerengineering.com/en-US/
http://info.bannerengineering.com/cs/groups/public/documents/literature/185590.pdf
http://www.bannerengineering.com/en-US/WLS27/pp
http://www.bannerengineering.com/en-US/WLS27/pp
http://www.facebook.com/BannerEngineering
http://twitter.com/BannerSensors
http://www.linkedin.com/company/banner-engineering
http://plus.google.com/111449070066468334687
http://www.youtube.com/user/bannerengineering
http://www.bannerengineering.com/en-US/support/catalog

