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Product information
D4K-12SFP

Industrial Ethernet:Backbone Switches:DRAGON MACH4000:Modules and Power Supplies:D4K-12SFP

http://dev-catalog.beldensolutions.com/link/57078-24455-504081-503772-504720-504847/en/conf/uistate

Name D4K-12SFP

 

DRAGON MACH4x00 media module with 12 x FE/GE SFP slots; field-replaceable

Delivery informations

Availability available

Product description

Type D4K-12SFP

Order No. 942 155-501

Description DRAGON MACH4x00 media module with 12 x FE/GE SFP slots; field-replaceable

Port type and quantity 12 x FE/GE SFP slots

Power requirements

Operating voltage power supply via the backplane of the switch

Power consumption 25 W (incl. SFP transceiver)

Mechanical construction

Dimensions (W x H x D) 220 mm x 334 mm x 23 mm

Mounting Plug-in device

Ambient conditions

Operating temperature 0 ºC ... 60 ºC

Storage/transport temperature -40 ºC ... 70 ºC

Relative humidity (non-condensing) 10 % ... 95 %

Approvals

Safety of industrial control equipment cUL 61010-1/-2-201 (pending)

Scope of delivery and accessories

Scope of delivery device

For more information please contact:

Belden Wire and Cable BV

Edisonstraat 9

5928 PG Venlo

The Netherlands

Phone: +31 773878 287

E-Mail: Elisabeth.Eufinger-Nagels@belden.com
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