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Fonksiyonel, Sağlam, Lazer Mesafe 
Sensörü

Mükemmel Performans: 1 mm’ye kadar olan yükseklik farklarını algılayabilir.

Fonksiyonel 
25 ila 300 mm arasında, cisimlerin renginden parlaklığından ya da yüzey yapısından etkilenmeden 
farklı algılama yöntemleriyle algılama yapar.

Dayanıklı 
IP69K koruma sınıfına sahip FDA onaylı paslanmaz çelik gövdesi sayesinde mekanik darbelere, 
sıkışmaya ve aşırı vibrasyona karşı dayanıklıdır.

Kullanımı Kolay 
Dört haneli açılı ekranı hem kullanım sırasında kolaylık sağlar hem de kurulum sırasında butonlarla 
yapılan programlama fonksiyonlarının takibini kolaylaştırır.

http://www.bannerengineering.com/en-US/products/application/8/38/1939
http://www.bannerengineering.com/en-US/video/detail/116/Q4X-Versatile%2C-Rugged-Laser-Distance-Sensor
http://www.bannerengineering.com/en-US/q4x


Q4X Lazer 
Mesafe Sensörü

Performans
•	 �Siyah plastik üzerinde siyah sünger, parlak metal 

üzerinde siyah kauçuk, çok renkli ambalaj gibi 
birbirinden farklı ve zor uygulamalarda kusursuz 
şekilde çalışır

•	 �Varlık/yokluk kontrolü ya da konum tespiti 
uygulamalarında kullanılır

25 ila 50 mm arasında 1 mm’lik bir cismi 
tespit edebilir
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http://www.bannerengineering.com/en-US/products/application/8/38/1937
http://www.bannerengineering.com/en-US/video/detail/115/Q4X-Black-Foam-on-Black-Plastic-Two-Point-Teach
http://www.bannerengineering.com/tr-TR/
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Özellikler

Stabilite and Aktif Öğretme
•	 STB = �Stabilite: Sinyal seviyesi göstergesi
•	 DYN = �Dinamik arkafon bastırma (background suppression)
•	 FGS = �Tek noktalı pencere öğretmesi (önfon bastırma-

foreground suppression)
•	 BGS = �Tek noktalı arkafon bastırma (background 

suppression)

316L Paslanmaz Çelik Gövde

100 mm’nin altındaki değerleri göstermek 
için noktadan sonar bir hane gösterilir

Sensörün çıkış durumunu 
gösteren LED

Dört haneli açılı ekran
•	 �Sensörle cisim arasındaki mesafeyi 

gösterir
•	 �Her açıdan kolaylıkla görülür
•	 �Montaj kolaylığı için ekran 

döndürülebilir, böylece her açıdan 
görülebilmesi sağlanır

Üç butonla 
kolay kurulum

http://www.bannerengineering.com/en-US/products/application/8/38/1938
http://www.bannerengineering.com/en-US/products/application/8/38/1940
http://www.bannerengineering.com/tr-TR/
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Q8300B —Q4X LAFT

Q4X Lazer 
Mesafe Sensörü

www.bannerengineering.com/tr

Hemen Sipariş Edin
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•	 �Sınıfının en iyi algılama kapasitesi: 
%1 parlaklıktaki siyah hedefler 300 
mm’den algılanır

•	 �1,5 milisaniyeden 50 millisaniyeye 
kadar ayarlanabilir çıkış tepki süresi

•	 �IP67, IP68 ve IP69K koruma sınıfı
•	 CE onaylı

Aksesuarlar
SMBQ4XFA
Montaj için 3/8" vida içerir

SMBQ4XFAM10
Montaj için 10 mm vida içerir

SMBQ4XFAM12
Endüstri standartlarında 1/2" 
ya da 12 mm’lik çubuğa 
montaj için sıkıştırarak montaj 
yapılır

5-Pin M12/ 
Euro-Style
Yıkanabilir Konnektörlü Kablo
Sadece düz konnektörlü 
modeller

MQDC-WDSS-0506
2 m

MQDC-WDSS-0515
5 m

MQDC-WDSS-0530
9 m

5-Pin M12/ 
Euro-Style Konnektörlü Kablo
Sadece düz konnektörlü 
modeller listelenmiştir, dik açılı 
modeller için kodun sonuna RA 
ekleyiniz (ör: MQDC1-506RA)

MQDC1-506
2 m

MQDC1-515
5 m

MQDC1-530
9 m

KonnektörMenzilÇıkış
Ürün 
Ailesi Mod

Gövde 
Tipi

Q8 = 5-pin QD Konnektör

QD modellerle birlikte uygun 
kablo seçilmelidir

B = �Bipolar LAF = �Lazer 
Ayarlanabilir 
Menzilli

T = �18 mm 
Burun

300 = �25…300 mm

http://www.bannerengineering.com/en-US/video/detail/113/Q4X-High-Pressure-Washdown
http://www.bannerengineering.com/tr-TR/
mailto:turkey%40bannerengineering.com.tr?subject=Q4X%20i%C3%A7in%20bilgi%20talep%20ediyorum
http://www.bannerengineering.com/en-US/support/partref/91512
http://www.bannerengineering.com/en-US/support/partref/91513
http://www.bannerengineering.com/en-US/support/partref/91547
http://www.bannerengineering.com/en-US/support/partref/88515
http://www.bannerengineering.com/en-US/support/partref/88516
http://www.bannerengineering.com/en-US/support/partref/88517
http://www.bannerengineering.com/en-US/support/partref/51127
http://www.bannerengineering.com/en-US/support/partref/47812
http://www.bannerengineering.com/en-US/support/partref/47814


Miniature self-contained photoelectric sensors in universal housing

• Bright, visible red (640 nm) light source
• Standard models available with 4-wire 2 m (6.5 ft) or 9 m (30 ft) cable or 3 or 4-wire

150 mm (6 in) pigtail with Pico-style M8 threaded connector
• Solid-state, bipolar outputs: one current sourcing (PNP) and one current sinking (NPN)

standard on 4-wire models
• Single output solid-state PNP or NPN standard on Q3 models
• Light Operate (L.O.) or Dark Operate (D.O.), depending on model
• Models available with PFA chemical-resistant jacket (1200 psi washdown rated) for

use in harsh environments (see Chemical-Resistant Models on page 1).
• Compact 8 mm (0.31 in) housing mounts almost anywhere
• Crosstalk avoidance circuitry for applications with multiple sensors
• LED status indicators for Power ON, Output Overload, Signal Received, and Marginal

Signal
• Models with black housing are availableStandard Model Chemical-Resistant

Model

WARNING: Not To Be Used for Personnel Protection
Never use this device as a sensing device for personnel protection. Doing so could lead to serious
injury or death. This device does not include the self-checking redundant circuitry necessary to allow its
use in personnel safety applications. A sensor failure or malfunction can cause either an energized or de-
energized sensor output condition.

Chemical-Resistant Models
Sensing Mode Model1 2 Range Output

Opposed

640 nm Visible Red Q126ECR

1.5 m (4.9 ft)

N/A

Effective Beam: 5.7 mm (0.22 in)

OPPOSED

Q12AB6RCR Bipolar LO

Q12RB6RCR Bipolar DO

Fixed-Field

Performance based on use of 90% reflectance white test card.

640 nm Visible Red

FIXED-FIELD
VISIBLE RED

Q12AB6FF15CR 13 mm (0.5 in) cutoff;
8 mm (0.3 in)

focus

Bipolar LO

Q12RB6FF15CR Bipolar DO

Q12AB6FF30CR 28 mm (1.1 in) cutoff;

14 mm (0.6 in) focus

Bipolar LO

Q12RB6FF30CR Bipolar DO

Q12AB6FF50CR 48 mm (1.9 in) cutoff;

14 mm (0.6 in) focus

Bipolar LO

Q12RB6FF50CR Bipolar DO

1 Only standard 2 m (6.5 ft) cables are available for chemical-resistant models.
2 For black housing, add prefix D to the model number, for example, DQ12AB6FF15CR.
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Q4X Lazer 
Mesafe Sensörü Diğer Satış Araçları

CAD dosyaların 
ulaşın

Kataloğa 
ulaşın

Videolara ulaşın

Data sheet’eulaşın

Banner 
websitesine 

ulaşın
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https://www.youtube.com/playlist?list=PL7ma8-bsdD0eMOGzOXu_N97-ZMzu02XW_
http://www.facebook.com/BannerEngineering
http://www.bannerengineering.com/en-US/SS/SC26-2/Catalog
http://twitter.com/BannerSensors
http://www.linkedin.com/company/banner-engineering
http://plus.google.com/111449070066468334687
http://www.youtube.com/bannerengineering
https://www.youtube.com/playlist?list=PL7ma8-bsdD0eMOGzOXu_N97-ZMzu02XW_
http://www.bannerengineering.com/tr-TR/
http://www.bannerengineering.com/tr-TR/products/144/Sensors/1051/Laser-Sensors/689/Q4X-Versatile%2C-Rugged-Laser-Distance-Sensor
http://www.bannerengineering.com/tr-TR/products/144/Sensors/1051/Laser-Sensors/689/Q4X-Versatile%2C-Rugged-Laser-Distance-Sensor#literature
http://www.bannerengineering.com/tr-TR/products/144/Sensors/1051/Laser-Sensors/689/Q4X-Versatile%2C-Rugged-Laser-Distance-Sensor#ui-tabs-80

