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LIOS -

TECHNOLOGY —

Sensor Cable Fast Response FRNC, 4.0mm
Part number: 28030504

Steel loose tube with 2 fibres, metal strength members and outer sheath:

Stainless steel Gel filled stainless steel
Outer sheath wires, & 0.6 mm loose tube, & 1.8 mm

Red and green fibre
with primary coating

Specifications

General description The Sensor Cable complies with the manufacturer’s guide-
lines of system calibration for the undisturbed operation as
fire detection system.

Optical fibre 62,5/125um, Graded index

Mechanical Data

Steel loose tube Hydrophobic gel filled as fibre protection, longitudinal water-
tight.
Outer diameter 1.8 mm
Number of fibres 2
Armour 12 steel wires with 0.6mm diameter
Outer sheath FRNC, black
Outer diameter 4.0 mm
Labeling (white) [Production lot] & [meter marking] LIOS Technology Fast
Response FRNC 28030504 4\ OPTICAL FIBRE CABLE 4\

LINEAR OPTICAL SENSORS

LIOS Technology GmbH. Germany . www.lios-tech.com
Schanzenstrasse 39, Building D9 — D13, 51063 Cologne, Phone +49 221 99887-0, Email: info@lios-tech.com
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TECHNOLOGY
Sensor Cable Fast Response FRNC, 4.0mm
Part number: 28030504
Mechanical characteristics
Min. bending radius
without tensile loading (ec 60794-1-2, g1y | 40 mm
with tensile loading (iEc 60794-1-2, E6) 80 mm (500 cycles, 100 N)
Max. tensile strength (iec 60794-1-2, E1)
long term 1100 N
short term 2000 N
Weight 44 kg/km
Max. crush resistance (ec 60794-1-2, E3) 10000 N/dm (10 min.)
Impact resistance (iec 60794-1-2, E4) 20 impacts with 1.0 Nm (marking stamp 300mm)
Thermal characteristics
Operating and storage temperature -25°C to + 85°C
Installation temperature -5°Cto +50°C
Short term temperature -50°C to + 150°C (max. 60 min.)
Flammability

| Flame resistance ‘ IEC 60332-1 |
[ smoke density | IEC 61034-2 |
| Halogen free ‘ IEC 60754-2 |
[ Fire load | 0.16 My/m |

Electrical characteristics

| sheath insulation (voE 0275-620) | 5000 Vetf, DC |
Standards
Cable EN 18700, IEC 60794
Fibre IEC 60793

Remark A calibration sheet can be supplied on request.




