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The Benefits
Maximum output – enabling the 
transmission of up to 30 A per 
contact 

Long-distance power – works  
in environments with wet or dry  
areas or extreme temperatures

Time-saving – ready-to-install 
already terminated cordsets and 
connectors

Markets

• Machine building
• Automation
• Transportation 
• Automotive

Circular Connectors 
Mini Power Series*
Full power ahead – for your industrial automation  
processes

With the Mini Power connectivity and power solution, you can easily  
set up, maintain or expand your system, while maximizing uptime in  
harsh conditions.

*only available in the US

Mini Power Series
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Technical Information

Mini Power Series A-Size 3-pole A-Size 4-pole D-Size 3-pole D-Size 4-pole

General Data
No. of Pins 3 (2 + PE) 4 (3 + PE) 3 (2 + PE) 4 (3 + PE)

Cable-Gland (field attachable) – – – –

Cable-Range (field attachable) – – – –

Terminal Type (field attachable) – – – –

Conductor Size (field attachable) – – – –

Cable Material (molded) TPE TPE TPE TPE

Conductor Size (molded) 14 AWG 14 AWG 10 AWG 10 AWG

Housing Color Black, Red Black Black, Red Black

Electrical Data
Operating Voltage 600 V AC/DC 600 V AC/DC 600 V AC/DC 600 V AC/DC

Current 18 A AC/DC 15 A AC/DC 30 A AC/DC 25 A AC/DC

Environmental Data
Ambient Temperature* -30 °C to +90 °C -30 °C to +90 °C -30 °C to +90 °C -30 °C to +90 °C

Protection Degree IP67, IP68 IP67, IP68 IP67, IP68 IP67, IP68

Approvals UL UL UL UL

* Notice derating and cable temperature

Mini Power Series
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Product Configurator

Gender & Design

RSP = Male cordset, 1 3/8", molded, straight  
RSPA = Male cordset, 7/8", molded, straight
RSWP = Male cordset, 1 3/8", molded, 90° angled  
RSWPA = Male cordset, 7/8", molded, 90° angled
RKP = Female cordset, 1 3/8", molded, straight
RKPA = Female cordset, 7/8", molded, straight  
RKWP = Female cordset, 1 3/8", molded, 90° angled
RKWPA = Female cordset, 7/8", molded, 90° angled

Pin Assignment

3 = 3-pole (2 + PE) 
4 = 4-pole (3 + PE) 

Cable Style

D-Size = 1 3/8" A-Size = 7/8" 

800 = 3G10 AWG, TPE, Black 802 = 3G14 AWG, TPE, Black Other cable styles available upon request. 
803 = 4G10 AWG, TPE, Black 805 = 4G14 AWG, TPE, Black Please contact: icos-sales@belden.com 

Cable Length 

0.5M = 0.5 meter 20M = 20 meter
5M = 5 meter 30M = 30 meter Other cable lengths available upon request. 
10M = 10 meter 50M = 50 meter Please contact: icos-sales@belden.com

Housing Color 

 = Black housing         
R = Red housing   

Gender & Design

RSFP = Male cordset, 1 3/8", molded, straight
RSFPA = Male cordset, 7/8", molded, straight
RKFP = Female cordset, 1 3/8", molded, straight
RKPFA = Female cordset, 7/8", molded, straight

Pin Assignment

3 = 3-pole (2 + PE)
4 = 4-pole (3 + PE)

Thread Size

1/2 NPT = 1/2 NPT thread
3/4 NPT = 3/4 NPT thread (1 3/8" only)

Cable Style

D-Size = 1 3/8"    

800 = 3G10 AWG, TPE, Black
803 = 4G10 AWG, TPE, Black

A-Size = 7/8"

802 = 3G14 AWG, TPE, Black Other cable styles available upon request. 
805 = 4G14 AWG, TPE, Black Please contact: icos-sales@belden.com

Cable Length 

0.5M = 0.5 meter 
1M = 1 meter Other cable lengths available upon request.    
3M = 3 meter Please contact:  icos-sales@belden.com
 

R S P A 3 - 8 0 2 / 5 M -

R S F P 3 - 1 / 2 N P T - 8 0 0 / 0 . 5 M

Cordsets

Receptacles

Mini Power Series
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Order Overview

Mini Power Series D-Size 3-pole (2 + PE) D-Size 4-pole (3 + PE)

Male Female Male Female

                             1. Choose Coding

        2. Choose Design

Receptacles
Front mount 1/2 NPTF RSFP 3-1/2NPT-800/*M RKFP 3-1/2NPT-800/*M RSFP 4-1/2NPT-803/*M RKFP 4-1/2NPT-803/*M

Front mount 3/4 NPTF RSFP 3-3/4NPT-800/*M RKFP 3-3/4NPT-800/*M RSFP 4-3/4NPT-803/*M RKFP 4-3/4NPT-803/*M

Single-Ended Cordsets
Straight RSP 3-800/*M RKP 3-800/*M RSP 4-803/*M RKP 4-803/*M

Angled RSWP 3-800/*M RKWP 3-800/*M RSWP 4-803/*M RKWP 4-803/*M

Double-Ended Cordsets
Straight-to-straight RSP 3-RKP 3-800/*M RSP 4-RKP 4-803/*M

Straight-to-angled RSP 3-RKWP 3-800/*M RSP 4-RKWP 4-803/*M

Angled-to-straight RSWP 3-RKP 3-800/*M RSWP 4-RKP 4-803/*M

Angled-to-angled RSWP 3-RKWP 3-800/*M RSWP 4-RKWP 4-803/*M

Straight-to-Straight D-to-A-Size RSP 3-RKPA 3-802/*M RSP 4-RRKPA 4-805/*M

Accessories
Drop Tee Male-Female-Female TAP-P 3 (-R) TAP-P 4

D-to-A-Size Reducer RSP 3-RKPA 3 (-R) RSP 4-RKPA 4

Reducing Drop Tee Male-Female-Female TAP-PA 3 (-R) TAP-PA 4 

Reducing Cable Drop Tee Male-Female-Female TAP-PA 3-802/*M (-R) TAP-PA 4-804/*M

Mini Power Series A-Size 3-pole (2 + PE) A-Size 4-pole (3 + PE)

Male Female Male Female

                             1. Choose Coding

        2. Choose Design

Receptacles
Front mount 1/2 NPTF RSFPA 3-1/2NPT-802/*M RKFPA 3-1/2NPT-802/*M RSFPA 4-1/2NPT-805/*M RKFPA 4-1/2NPT-805/*M

Front mount 3/4 NPTF – – – –

Single-Ended Cordsets
Straight RSPA 3-802/*M RKPA 3-802/*M RSPA 4-805/*M RKPA 4-805/*M

Angled RSWPA 3-802/*M RKWPA 3-802/*M RSWPA 4-805/*M RKWPA 4-805/*M

Double-Ended Cordsets
Straight-to-straight RSPA 3-RKPA 3-802/*M RSPA 4-RKPA 4-805/*M

Straight-to-angled RSPA 3-RKWPA 3-802/*M RSPA 4-RKWPA 4-805/*M

Angled-to-straight RSWPA 3-RKPA 3-802/*M RSWPA 4-RKPA 4-805/*M

Angled-to-angled RSWPA 3-RKWPA 3-802/*M RSWPA 4-RKWPA 4-805/*M

Straight-to-Straight D-to-A-Size  RSP 3-RKPA 3-802/*M RSP 4-RKPA 4-805/*M

Accessories
Drop Tee Male-Female-Female TAP-A 3 (-R) TAP-A 4

D-to-A-Size Reducer RSP 3-RKPA 3 (-R) RSP 4-RKPA 4

Reducing Drop Tee Male-Female-Female TAP-PA 3 (-R) TAP-PA 4 

Reducing Cable Drop Tee Male-Female-Female TAP-PA 3-802/*M (-R) TAP-PA 4-804/*M

Blue highlighted product features are available in different variants. Please see page 36 for more information. 

Mini Power Series


