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The Benefits
Extensive product range – offers 
flexible connection solutions   

For the harshest conditions – the 
ASB-R line with its fully potted  
die-cast zinc housing can withstand 
even the most challenging environ-
ments  

Built to your needs – our Connec-
tivity Center will create a custom 
product to fit your application 

Markets & Applications 

• Automotive
• Automation
• Drag Chains
• Machine Building
• Material Handling/Packaging
• Robotic Machinery

ASB-Series
Passive Distribution 
Boxes: Plug Connection 
Rely on the Original Market-leading Solution  
That Revolutionized On-machine Connectivity 

Many styles to choose from: 4-, 6-, 8-, or 10- ports, with or without LED 
operation and function indicators, M8 (pico) or M12 (micro) I/O connection, 
top-entry I/O mount, M12 or M23 connection for the control cable. 
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Passive Distribution Boxes:  
Plug Connection 

Technical Information

Type ASB-S ASB-C ASB-C ASB-R

Order Designation ASBSM … SBS … ASBS(V) … ASBS(V)-R …

Product Description Pluggable minuature  
actuator/sensor distribution box 
with or without LED operation  
and function indicators, top-entry, 
4 to 10-ports, M8 socket, 3-poles,  
1 signal per socket, M12 connection  
for the control cable

Pluggable minuature  
actuator/sensor distribution box 
with LED operation and function 
indicators, top-entry, 4-ports,  
M8 socket, 3-poles, 1 signal per  
socket, M12 connection for the 
control cable

Pluggable actuator/sensor  
distribution box with or without LED 
operation and function indicators, 
top-entry, 4 to 8-ports, combined  
FIXCON/M12 socket, 4- or 5-poles, 
1 or 2 signal(s) per socket, M23 
connection for the control cable

Pluggable rugged actuator/sensor 
distribution box with or without  
LED operation and function 
indicators, top-entry, 4- or 8-ports, 
M12 socket, 4- or 5-poles,  
1 or 2 signal(s) per socket,  
M23 connection for the control cable

General Data

Housing Plastic, PBT Plastic, TPU Plastic, TPU Metal, Zinc die-cast

Shielded Housing Yes, optional Yes, optional No Yes

Potted Housing No Yes Yes Yes

Dimensions (w) 30 mm 30 mm 60 mm 60 mm

Ambient Temperature -25 °C to +70 °C -15 °C to +90 °C -15 °C to +80 °C -40 °C to +80 °C

Protection Degree IP67/NEMA 6P IP67/NEMA 6P IP67/NEMA 6P IP65/IP67

Materials

Contact Base Material CuSn, pre-nickeled and gold-plated CuSn, pre-nickeled and gold-plated CuZn, pre-nickeled and gold-plated CuZn, pre-nickeled and gold-plated

Contact Bearer Material PA, self-extinguishing M8: TPU, self-extinguishing/M12: PA PA GF M12: PA, M23: PBT

Threaded Sleeve Material Brass, nickel-plated Brass, nickel-plated CuZn, nickeled --- (No threads)

O-Ring Material FKM FKM FKM FKM

Electrical Data

Nominal Voltage (Range) 10 to 30 V AC/DC 10 to 30 V AC/DC 10 to 30 V AC/DC 10 to 30 V AC/DC

Nominal Current 1.5 A per port (max. 1.5 A total) 2 A per port (max. 2 A total) 4 A per port (max. 12 A total) 4 A per port (max. 12 A total)

Circuit Logic PNP PNP or NPN PNP or NPN PNP

Status/Diagnostic Indicators Yes, optional Yes Yes, optional Yes, optional

Module Variants

I/O Connection M8, 3-poles M8, 3-poles M12, 4- or 5-poles M12, 4- or 5-poles

I/O Connection Entry Point Top Top Top Top

I/O Signals per Port 1 signal per port 1 signal per port 1 or 2 signal(s) per port 1 or 2 signal(s) per port

Port Variants 4-, 6-, 8- or 10-ports 4- or 8-ports 4- , 6- or 8-ports 4- or 8-ports

Plug Interface M12 M12 M23 M23
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Type ASB-S ASB-C ASB-C ASB-R

Housing Plastic, PBT Plastic, TPU Plastic, TPU Metal, Zinc die-cast

Plug Interface M12 Plug M12 Plug M23 Plug M23 Plug

4-ports

 
1 Signal PNP, LEDs

ASBSM 4/LED 3
Shielded Housing:
ASBSM 4/LED 3 ESD

SBS 4/LED 3
Shielded Housing:
SBS 4/LED 3 ESD

– –

NPN, LEDs – SBS 4/LED NPN 3 – –

1 Signal
PNP – – – ASBS-R 4 5-4

PNP, LEDs – – ASBS 4/LED 5-4 ASBS-R 4/LED 5-4

2 Signals
PNP – – ASBSV 4 5 ASBSV-R 4 5

PNP, LEDs – – ASBSV 4/LED 5 ASBSV-R 4/LED 5

6-ports

1 Signal PNP, LEDs
ASBSM 6/LED 3
Shielded Housing:
ASBSM 6/LED 3 ESD

– – –

1 Signal
PNP – – ASBS 6 5-4 –

PNP, LEDs – – ASBS 6/LED 5-4 –

2 Signals
PNP – – ASBSV 6 5 –

PNP, LEDs – – ASBSV 6/LED 5 –

8-ports

1 Signal PNP, LEDs
ASBSM 8/LED 3
Shielded Housing:
ASBSM 8/LED 3 ESD

– – –

1 Signal

PNP – SBS 8/LED NPN 3 – –

PNP, LEDs – – – ASBS-R 8 5-4

NPN, LEDs – – ASBS 8/LED 5-4 ASBS-R 8/LED 5-4

2 Signals
PNP – – ASBSV 8 5 ASBSV-R 8 5

PNP, LEDs – – ASBSV 8/LED 5 ASBSV-R 8/LED 5

10-ports

1 Signal PNP, LEDs ASBSM 10/LED 3 – – –

Passive Distribution Boxes:  
Plug Connection 

Order Overview
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Order Information

Order Number Order Designation Product  
Line Interface Housing 

Material
Housing 
Width IP Rating I/O  

Ports
I/O  
Connection PNP/NPN LED Shielded 

Housing

M8 3-poles, 1 signal per port, with plug connection

12124 SBS 4/LED 3 ASB-C M12 Plug TPU 30 mm IP67 4x M8 3-poles PNP Yes No

67255 SBS 4/LED 3 ESD ASB-C M12 Plug TPU 30 mm IP67 4x M8 3-poles PNP Yes Yes

17787 SBS 4/LED NPN 3 ASB-C M12 Plug TPU 30 mm IP67 4x M8 3-poles NPN Yes No

65305 ASBSM 4/LED 3 ASB-S M12 Plug PBT 30 mm IP67 4x M8 3-poles PNP Yes No

106560 ASBSM 4/LED 3 ESD ASB-S M12 Plug PBT 30 mm IP67 4x M8 3-poles PNP Yes Yes

65346 ASBSM 6/LED 3 ASB-S M12 Plug PBT 30 mm IP67 6x M8 3-poles PNP Yes No

934637891 ASBSM 6/LED3 ESD ASB-S M12 Plug PBT 30 mm IP67 6x M8 3-poles PNP Yes Yes

65347 ASBSM 8/LED 3 ASB-S M12 Plug PBT 30 mm IP67 8x M8 3-poles PNP Yes No

106561 ASBSM 8/LED 3 ESD ASB-S M12 Plug PBT 30 mm IP67 8x M8 3-poles PNP Yes Yes

65348 ASBSM 10/LED 3 ASB-S M12 Plug PBT 30 mm IP67 10x M8 3-poles PNP Yes No

M12 4-poles, 1 Signal per port, with plug connection

11126 ASBS 4/LED 5-4 ASB-C M23 Plug TPU 60 mm IP67 4x M12 4-poles PNP Yes No

934761001 ASBS-R 4 5-4 ASB-R M23 Plug Zinc die-cast 60 mm IP65, IP67 4x M12 4-poles PNP No No

934761002 ASBS-R 4/LED 5-4 ASB-R M23 Plug Zinc die-cast 60 mm IP65, IP67 4x M12 4-poles PNP Yes No

11127 ASBS 6 5-4 ASB-C M23 Plug TPU 60 mm IP67 6x M12 4-poles PNP No No

11128 ASBS 6/LED 5-4 ASB-C M23 Plug TPU 60 mm IP67 6x M12 4-poles PNP Yes No

11129 ASBS 8 5-4 ASB-C M23 Plug TPU 60 mm IP67 8x M12 4-poles PNP No No

11130 ASBS 8/LED 5-4 ASB-C M23 Plug TPU 60 mm IP67 8x M12 4-poles PNP Yes No

53499 ASBS 8/LED 5-4/4E-4A ASB-C M23 Plug TPU 60 mm IP67 8x M12 4-poles PNP Yes No

12474 ASBS 8/LED NPN 5-4 ASB-C M23 Plug TPU 60 mm IP67 8x M12 4-poles NPN Yes No

934763001 ASBS-R 8 5-4 ASB-R M23 Plug Zinc die-cast 60 mm IP65, IP67 8x M12 4-poles PNP No No

934763002 ASBS-R 8/LED 5-4 ASB-R M23 Plug Zinc die-cast 60 mm IP65, IP67 8x M12 4-poles PNP Yes No

M12 4-poles, 2 Signals per port, with plug connection

11133 ASBSV 4 5 ASB-C M23 Plug TPU 60 mm IP67 4x M12 5-poles PNP No No

11134 ASBSV 4/LED 5 ASB-C M23 Plug TPU 60 mm IP67 4x M12 5-poles PNP Yes No

934767001 ASBSV-R 4 5 ASB-R M23 Plug Zinc die-cast 60 mm IP65, IP67 4x M12 5-poles PNP No No

934767002 ASBSV-R 4/LED 5 ASB-R M23 Plug Zinc die-cast 60 mm IP65, IP67 4x M12 5-poles PNP Yes No

11135 ASBSV 6 5 ASB-C M23 Plug TPU 60 mm IP67 6x M12 5-poles PNP No No

11136 ASBSV 6/LED 5 ASB-C M23 Plug TPU 60 mm IP67 6x M12 5-poles PNP Yes No

11137 ASBSV 8 5 ASB-C M23 Plug TPU 60 mm IP67 8x M12 5-poles PNP No No

11138 ASBSV 8/LED 5 ASB-C M23 Plug TPU 60 mm IP67 8x M12 5-poles PNP Yes No

934769001 ASBSV-R 8 5 ASB-R M23 Plug Zinc die-cast 60 mm IP65, IP67 8x M12 5-poles PNP No No

934769002 ASBSV-R 8/LED 5 ASB-R M23 Plug Zinc die-cast 60 mm IP65, IP67 8x M12 5-poles PNP Yes No

Passive Distribution Boxes:  
Plug Connection 
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The Benefits
Extensive product range – a wide 
range of versions offers flexible 
connection solutions   

For the food industry – the ASB-N 
line is designed to be corrosion 
resistant and easy to clean  

Built to your needs – our Connec-
tivity Center will create a custom 
product to fit your application 

Markets & Applications 

• Automotive
• Automation
• Drag Chains
• Food & Beverage Manufacturing
• Machine Building
• Material Handling/Packaging
• Robotic Machinery

ASB-Series
Passive Distribution 
Boxes: Control Cable 
Rely on the Original Market-leading Solution  
That Revolutionized On-machine Connectivity

Many styles to choose from: 4-, 6-, 8-, 10- or 12-ports, with or without LED 
operation and function indicators, M8 (pico) or M12 (micro) I/O connection, 
top- or side-entry I/O mount, with integrated control cable. 
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Passive Distribution Boxes:  
Control Cable 

Technical Information

Type ASB-S ASB-C ASB-C ASB-N ASB-R

Order Designation ASBM … SB … ASB(V)… ASNB(V or L) … ASB(V)-R …

Product Description Miniature actuator/  
sensor distribution box with 
or without LED operation 
and function indicators,  
top-entry, 4- to 12-ports, 
M8 socket, 3-poles,  
1 signal per socket, with 
integrated control cable

Miniature actuator/sensor 
distribution box with  
LED operation and function 
indicators, top-entry,  
4- to 8-ports, M8 socket, 
3-poles, 1 signal per  
socket, with integrated  
control cable

Actuator/sensor distribution 
box with or without LED 
operation and function 
indicators, top-entry, 4- to 
8-ports, combined FIXCON/
M12 socket, 3- to 5-poles, 
1 or 2 signal(s) per socket, 
with integrated control cable

Actuator/sensor distribution 
box with LED operation and 
function indicators,  
top- or side-entry, 8-ports,  
M12 socket, 4- or 5-poles,  
1 or 2 signal(s) per socket, 
with integrated control cable

Rugged actuator/sensor  
distribution box with or 
without LED operation  
and function indicators, 
top-entry, 4- or 8-ports, 
M12 socket, 4- or 5-poles, 
1 or 2 signal(s) per socket, 
with integrated control cable

General Data

Housing Plastic, PBT Plastic, PBT Plastic, TPU Stainless-steel Metal, Zinc die-cast

Shielded Housing Yes, optional No Yes, optional No No

Potted Housing No Yes Yes Yes Yes

Dimensions (w) 30 mm 30 mm 60 mm 60 mm 60 mm

Ambient Temperature -25 °C to +70 °C -15 °C to +80 °C -15 °C to +80 °C -25 °C to +70 °C -40 °C to +80 °C

Protection Degree IP67/NEMA 6P IP67/NEMA 6P IP67/NEMA 6P IP67/IP69K IP65/IP67

Materials

Contact Base Material CuSn, pre-nickeled  
and gold-plated

CuSn, pre-nickeled  
and gold-plated

CuZn, pre-nickeled  
and gold-plated

CuSn, pre-nickeled  
and gold-plated

CuZn, pre-nickeled  
and gold-plated

Contact Bearer Material PA, self-extinguishing M8: TPU, self-extinguishing PA GF, self-extinguishing PVC M12: PA, M23: PBT

Threaded Sleeve Material Brass, nickel-plated Brass, nickel-plated CuZn, nickeled Stainless-steel --- (No threads)

O-Ring Material FKM FKM FKM EPDM FKM

Electrical Data

Nominal Voltage (Range) 10 to 30 V AC/DC 10 to 30 V AC/DC 10 to 30 V AC/DC 10 to 30 V AC/DC 10 to 30 V AC/DC

Nominal Current 1.5 A per port  
(max. 1.5 A total)

2 A per port  
(max. 2 A total)

4 A per port  
(max. 12 A total)

4 A per port  
(max. 12 A total)

4 A per port  
(max. 12 A total)

Circuit Logic PNP PNP or NPN PNP or NPN PNP PNP

Status/Diagnostic Indicators Yes, optional Yes Yes, optional Yes, optional Yes, optional

Module Variants

I/O Connection M8, 3-poles M8, 3-poles M12, 3- to 5-poles M12, 4- or 5-poles M12, 4- or 5-poles

I/O Connection Entry Point Top Top Top Top or side Top

I/O Signals per Port 1 signal per port 1 signal per port 1 or 2 signal(s) per port 1 or 2 signal(s) per port 1 or 2 signal(s) per port

Port Variants 4-, 6-, 8-, 10- or 12- ports 8-ports 4- , 6- or 8-ports 8-ports 4- or 8-ports

Plug Interface PUR PUR PUR PVC PUR
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Passive Distribution Boxes:  
Control Cable 

Type ASB-S ASB-C ASB-C ASB-N ASB-R

Housing Plastic, PBT Plastic, PBT Plastic, TPU Stainless-steel Metal, Zinc die-cast

Cable Material PUR PUR PUR PVC PUR

4-ports

1 Signal PNP, LEDs ASBM 4/LED 3-343/* M – – – –

1 Signal PNP – – ASBV 4 4-3-256/* M – –

1 Signal

PNP – – ASB 4 5-4-328/* M – ASB-R 4 5-4-328/* M

PNP, LEDs – –
ASB 4/LED 5-4-328/* M 
Shielded Housing Variant:
ASB 4/LED 5-4-328/* M ESD

– –

NP, LEDs ASB 4/LED NPN 5-4-328/* M

2 Signals
PNP – – ASBV 4 5-256/* M – ASBV-R 4 5-256/* M

PNP, LEDs – – ASBV 4/LED 5-256/* M – ASBV-R 4/LED 5-256/* M

6-ports

1 Signal

PNP ASBM 6 3-344/* M – – – –

PNP, LEDs ASBM 6/LED 3-344/* M – – – –

1 Signal
PNP – – ASB 6 5-4-330/* M – –

PNP, LEDs – – ASB 6/LED 5-4-330/* M – –

2 Signals
PNP – – ASBV 6 5-332/* M – –

PNP, LEDs – – ASBV 6/LED 5-332/* M – –

8-ports 

1 Signal 

PNP ASBM 8 3-345/* M – – – –

PNP, LEDs 
ASBM 8/LED 3-345/* M
Shielded Housing Variant: 
ASBM 8/LED 3-345/* M ESD

SB 8/LED 3-333/* M – –

NPN, LEDs – SB 8/LED NPN 3-333/* M – – –

1 Signal PNP – – ASBV 8 4-3-242/* M – –

1 Signal 

PNP – – ASB 8 5-4-331/* M – ASB-R 8 5-4-331/* M

PNP, LEDs – – ASB 8/LED 5-4-331/* M Side Mount Version:
ASNBL 8/LED 5-4-320/* M ASB-R 8/LED 5-4-331/* M

NPN, LEDs – – ASB 8/LED NPN 5-4-331/* M – –

2 Signals 
PNP – – ASBV 8 5-242/* M – ASBV-R 8 5-242/* M

PNP, LEDs – – ASBV 8/LED 5-242/* M ASNBV 8/LED 5-278/* M ASBV-R 8/LED 5-242/* M

10-ports

1 Signal
PNP ASBM 10 3-346/* M – – – –

PNP, LEDs ASBM 10/LED 3-346/* M – – – –

12-ports

1 Signal
PNP ASBM 12 3-347/* M – – – –

PNP, LEDs ASBM 12/LED 3-347/* M – – – –

Order Overview
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* = Cable length in m (e.g. 30 cm  -> 0.3 m), Standard cable lengths: 0.3 m, 0.6 m, 1 m, 2 m, 5 m, 10 m, 15 m, 20 m, 30 m.
For other cable lengths and variants please contact icos-sales@belden.com
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Passive Distribution Boxes:  
Control Cable 

Control Cable Overview

Control 
Cable Conductor Size Cable  

Material
Jacket 
Color

Temperature Range  
Stationary/Flexible Diameter

Bend Radius 
Stationary/
Flexible

Bending 
Cycles

Cable  
Shielding

Cable  
Characteristics

242 16x0.50mm² (AWG 20) + 3x1.0mm² (AWG 18) PUR Black -50°C to +80°C / -25°C to +80°C ø 11.60 ±0.30 mm > 5 x D / > 10 x D > 2 Mio. No

255 16x0.50mm² (AWG 20) + 3x1.0mm² (AWG 18) PUR Orange -40°C to +90°C / -25°C to +90°C ø 11.60 ±0.30 mm > 5 x D / > 10 x D > 2 Mio. No

256 8x0.50mm² (AWG 20) + 3x1.0mm² (AWG 18) PUR Black -50°C to +80°C / -25°C to +80°C ø 9.30 ±0.20 mm > 5 x D / > 10 x D > 2 Mio. No

271 8x0.50mm² (AWG 20) + 3x1.0mm² (AWG 18) PUR Grey -50°C to +90°C / -25°C to +90°C ø 9.30 ±0.20 mm > 5 x D / > 10 x D > 2 Mio. No

278 16x0.50mm² (AWG 20) +3x1.0mm² (AWG 18) PVC Black -40°C to +80°C / +5°C to +80°C ø 11.60 ±0.30 mm > 5 x D / > 10 x D > 1 Mio. No

320 8x0.34mm² (AWG 22) + 3x0.75mm² (AWG 19) PVC Black -40°C to +90°C / +5°C to +90°C ø 9.50 ±0.20 mm > 5 x D / > 10 x D > 1 Mio. No

328 4x0.34mm² (AWG 22) + 3x0.75mm² (AWG 19) PUR Black -50°C to +80°C / -25°C to +80°C ø 6.80 ±0.20 mm > 5 x D / > 10 x D > 2 Mio. No

330 6x0.34mm² (AWG 22) + 3x0.75mm² (AWG 19) PUR Black -50°C to +80°C / -25°C to +80°C ø 7.60 ±0.20 mm > 5 x D / > 10 x D > 2 Mio. No

331 8x0.34 mm² (AWG 22) + 3x0.75 mm² (AWG 19) PUR Black -50°C to +80°C / -25°C to +80°C ø 8.0 ±0.20 mm > 5 x D / > 10 x D > 2 Mio. No

332 12x0.50mm² (AWG 20) + 3x1.0mm² (AWG 18) PUR Black -50°C to +80°C / -25°C to +80°C ø 9.10 ±0.30 mm > 5 x D / > 10 x D > 2 Mio. No

333 8x0.34 mm² (AWG 22) + 2x0.50 mm² (AWG 20) PUR Black -50°C to +80°C / -25°C to +80°C ø 8.0 ±0.20 mm > 5 x D / > 10 x D > 2 Mio. No

343 6x0.25mm² (AWG 24) PUR Black -50°C to +80°C / -25°C to +80°C ø 5.10 ±0.20 mm > 5 x D / > 10 x D > 2 Mio. No

344 8x0.25mm² (AWG 24) PUR Black -50°C to +80°C / -25°C to +80°C ø 6.0 ±0.20 mm > 5 x D / > 10 x D > 2 Mio. No

345 10x0.25mm² (AWG 24) PUR Black -50°C to +80°C / -25°C to +80°C ø 6.30 ±0.20 mm > 5 x D / > 10 x D > 2 Mio. No

346 12x0.25mm² (AWG 24) PUR Black -50°C to +80°C / -25°C to +80°C ø 6.40 ±0.20 mm > 5 x D / > 10 x D > 2 Mio. No

347 14x0.25mm² (AWG 24) PUR Black -50°C to +80°C / -25°C to +80°C ø 7.20 ±0.20 mm > 5 x D / > 10 x D > 2 Mio. No

352 16x0.50mm² (AWG 20) +3x1.0mm² (AWG 18) TPU Black -50°C to +80°C / -25°C to +80°C ø 11.60 ±0.30 mm > 5 x D / > 10 x D > 2 Mio. Yes

Vibration and shock resistance UL-approved UV resistance
    
Oil, coolants, lubricants and emulsion resistance Drag chain suitability Welding sparks resistance
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Passive Distribution Boxes:  
Control Cable

Order Information

Order Number Order Designation Product  
Line Interface Housing 

Material
Housing 
Width IP Rating I/O  

Ports
I/O  
Connection

PNP/ 
NPN LED Shielded 

Housing

M8 3-poles, 1 signal per port, with control cable

65349 ASBM 4/LED 3-343/5 M ASB-S Control Cable PBT 30 mm IP67 4x M8 3-poles PNP Yes No

65350 ASBM 4/LED 3-343/10 M ASB-S Control Cable PBT 30 mm IP67 4x M8 3-poles PNP Yes No

65351 ASBM 4/LED 3-343/15 M ASB-S Control Cable PBT 30 mm IP67 4x M8 3-poles PNP Yes No

934637877 ASBM 6 3-344/5 M ASB-S Control Cable PBT 30 mm IP67 6x M8 3-poles PNP No No

65352 ASBM 6/LED 3-344/5 M ASB-S Control Cable PBT 30 mm IP67 6x M8 3-poles PNP Yes No

65353 ASBM 6/LED 3-344/10 M ASB-S Control Cable PBT 30 mm IP67 6x M8 3-poles PNP Yes No

65354 ASBM 6/LED 3-344/15 M ASB-S Control Cable PBT 30 mm IP67 6x M8 3-poles PNP Yes No

934636751 ASBM 8 3-345/5 M ASB-S Control Cable PBT 30 mm IP67 8x M8 3-poles PNP No No

934637875 ASBM 8 3-345/10 M ASB-S Control Cable PBT 30 mm IP67 8x M8 3-poles PNP No No

60637 SB 8/LED 3-333/5 M ASB-C Control Cable TPU 30 mm IP67 8x M8 3-poles PNP Yes No

60636 SB 8/LED 3-333/10 M ASB-C Control Cable TPU 30 mm IP67 8x M8 3-poles PNP Yes No

934637755 SB 8/LED 3-333/15 M ASB-C Control Cable TPU 30 mm IP67 8x M8 3-poles PNP Yes No

65355 ASBM 8/LED 3-345/5 M ASB-S Control Cable PBT 30 mm IP67 8x M8 3-poles PNP Yes No

65356 ASBM 8/LED 3-345/10 M ASB-S Control Cable PBT 30 mm IP67 8x M8 3-poles PNP Yes No

65357 ASBM 8/LED 3-345/15 M ASB-S Control Cable PBT 30 mm IP67 8x M8 3-poles PNP Yes No

106589 ASBM 8/LED 3-345/5 M ESD ASB-S Control Cable PBT 30 mm IP67 8x M8 3-poles PNP Yes Yes

106590 ASBM 8/LED 3-345/10 M ESD ASB-S Control Cable PBT 30 mm IP67 8x M8 3-poles PNP Yes Yes

61339 SB 8/LED NPN 3-333/5 M ASB-C Control Cable TPU 30 mm IP67 8x M8 3-poles NPN Yes No

61338 SB 8/LED NPN 3-333/10 M ASB-C Control Cable TPU 30 mm IP67 8x M8 3-poles NPN Yes No

934637878 ASBM 10 3-346/5 M ASB-S Control Cable PBT 30 mm IP67 10x M8 3-poles PNP No No

65358 ASBM 10/LED 3-346/5 M ASB-S Control Cable PBT 30 mm IP67 10x M8 3-poles PNP Yes No

65359 ASBM 10/LED 3-346/10 M ASB-S Control Cable PBT 30 mm IP67 10x M8 3-poles PNP Yes No

65360 ASBM 10/LED 3-346/15 M ASB-S Control Cable PBT 30 mm IP67 10x M8 3-poles PNP Yes No

934637879 ASBM 12 3-347/5 M ASB-S Control Cable PBT 30 mm IP67 12x M8 3-poles PNP No No

65361 ASBM 12/LED 3-347/5 M ASB-S Control Cable PBT 30 mm IP67 12x M8 3-poles PNP Yes No

65362 ASBM 12/LED 3-347/10 M ASB-S Control Cable PBT 30 mm IP67 12x M8 3-poles PNP Yes No

65363 ASBM 12/LED 3-347/15 M ASB-S Control Cable PBT 30 mm IP67 12x M8 3-poles PNP Yes No

M12 3-poles, 1 signal per port, with control cable

105568 ASBV 4 4-3-256/5 M ASB-C Control Cable TPU 60 mm IP67 4x M12 3-poles PNP No No

105578 ASBV 4 4-3-256/10 M ASB-C Control Cable TPU 60 mm IP67 4x M12 3-poles PNP No No

105865 ASBV 4 4-3-256/15 M ASB-C Control Cable TPU 60 mm IP67 4x M12 3-poles PNP No No

105582 ASBV 8 4-3-242/5 M ASB-C Control Cable TPU 60 mm IP67 8x M12 3-poles PNP No No

105583 ASBV 8 4-3-242/10 M ASB-C Control Cable TPU 60 mm IP67 8x M12 3-poles PNP No No

105786 ASBV 8 4-3-242/15 M ASB-C Control Cable TPU 60 mm IP67 8x M12 3-poles PNP No No

Standard cable lengths: 5 m, 10 m, 15 m.   
For other cable lengths and variants please contact icos-sales@belden.com   
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Order Information

Order Number Order Designation Product  
Line Interface Housing 

Material
Housing 
Width IP Rating I/O  

Ports
I/O  
Connection

PNP/  
NPN LED Shielded 

Housing

M12 4-poles, 1 signal per port, with control cable

60640 ASB 4 5-4-328/5 M ASB-C Control Cable TPU 60 mm IP67 4x M12 4-poles PNP No No

60555 ASB 4 5-4-328/10 M ASB-C Control Cable TPU 60 mm IP67 4x M12 4-poles PNP No No

60587 ASB 4 5-4-328/15 M ASB-C Control Cable TPU 60 mm IP67 4x M12 4-poles PNP No No

934758001 ASB-R 4 5-4-328/5 M ASB-R Control Cable Zinc die-cast 60 mm IP65, IP67 4x M12 4-poles PNP No No

934758002 ASB-R 4 5-4-328/10 M ASB-R Control Cable Zinc die-cast 60 mm IP65, IP67 4x M12 4-poles PNP No No

60644 ASB 4/LED 5-4-328/5 M ASB-C Control Cable TPU 60 mm IP67 4x M12 4-poles PNP Yes No

60643 ASB 4/LED 5-4-328/10 M ASB-C Control Cable TPU 60 mm IP67 4x M12 4-poles PNP Yes No

60619 ASB 4/LED 5-4-328/15 M ASB-C Control Cable TPU 60 mm IP67 4x M12 4-poles PNP Yes No

69997 ASB 4/LED 5-4-328/5 M ESD ASB-C Control Cable TPU 60 mm IP67 4x M12 4-poles PNP Yes Yes

69998 ASB 4/LED 5-4-328/10 M ESD ASB-C Control Cable TPU 60 mm IP67 4x M12 4-poles PNP Yes Yes

108389 ASB 4/LED 5-4-328/15 M ESD ASB-C Control Cable TPU 60 mm IP67 4x M12 4-poles PNP Yes Yes

60629 ASB 4/LED NPN 5-4-328/5 M ASB-C Control Cable TPU 60 mm IP67 4x M12 4-poles NPN Yes No

60628 ASB 4/LED NPN 5-4-328/10 M ASB-C Control Cable TPU 60 mm IP67 4x M12 4-poles NPN Yes No

934758003 ASB-R 4/LED 5-4-328/5 M ASB-R Control Cable Zinc die-cast 60 mm IP65, IP67 4x M12 4-poles PNP Yes No

934758004 ASB-R 4/LED 5-4-328/10 M ASB-R Control Cable Zinc die-cast 60 mm IP65, IP67 4x M12 4-poles PNP Yes No

934758005 ASB-R 4/LED 5-4-328/15 M ASB-R Control Cable Zinc die-cast 60 mm IP65, IP67 4x M12 4-poles PNP Yes No

60583 ASB 6 5-4-330/5 M ASB-C Control Cable TPU 60 mm IP67 6x M12 4-poles PNP No No

60580 ASB 6 5-4-330/10 M ASB-C Control Cable TPU 60 mm IP67 6x M12 4-poles PNP No No

60878 ASB 6 5-4-330/15 M ASB-C Control Cable TPU 60 mm IP67 6x M12 4-poles PNP No No

60600 ASB 6/LED 5-4-330/5 M ASB-C Control Cable TPU 60 mm IP67 6x M12 4-poles PNP Yes No

60656 ASB 6/LED 5-4-330/10 M ASB-C Control Cable TPU 60 mm IP67 6x M12 4-poles PNP Yes No

60936 ASB 6/LED 5-4-330/15 M ASB-C Control Cable TPU 60 mm IP67 6x M12 4-poles PNP Yes No

60585 ASB 8 5-4-331/5 M ASB-C Control Cable TPU 60 mm IP67 8x M12 4-poles PNP No No

60584 ASB 8 5-4-331/10 M ASB-C Control Cable TPU 60 mm IP67 8x M12 4-poles PNP No No

68942 ASB 8 5-4-331/15 M ASB-C Control Cable TPU 60 mm IP67 8x M12 4-poles PNP No No

934760001 ASB-R 8 5-4-331/5 M ASB-R Control Cable Zinc die-cast 60 mm IP65, IP67 8x M12 4-poles PNP No No

934760002 ASB-R 8 5-4-331/10 M ASB-R Control Cable Zinc die-cast 60 mm IP65, IP67 8x M12 4-poles PNP No No

60584 ASB 8/LED 5-4/10 M ASB-C Control Cable TPU 60 mm IP67 8x M12 4-poles PNP Yes No

11115 ASB 8/LED 5-4-95/5 M ASB-C Control Cable TPU 60 mm IP67 8x M12 4-poles PNP Yes No

11114 ASB 8/LED 5-4-95/10 M ASB-C Control Cable TPU 60 mm IP67 8x M12 4-poles PNP Yes No

17164 ASB 8/LED 5-4-271/5 M ASB-C Control Cable TPU 60 mm IP67 8x M12 4-poles PNP Yes No

17571 ASB 8/LED 5-4-271/10 M ASB-C Control Cable TPU 60 mm IP67 8x M12 4-poles PNP Yes No

1155 ASB 8/LED 5-4-271/15 M ASB-C Control Cable TPU 60 mm IP67 8x M12 4-poles PNP Yes No

60603 ASB 8/LED 5-4-331/5 M ASB-C Control Cable TPU 60 mm IP67 8x M12 4-poles PNP Yes No

60602 ASB 8/LED 5-4-331/10 M ASB-C Control Cable TPU 60 mm IP67 8x M12 4-poles PNP Yes No

61037 ASB 8/LED 5-4-331/15 M ASB-C Control Cable TPU 60 mm IP67 8x M12 4-poles PNP Yes No

Passive Distribution Boxes:  
Control Cable 

Standard cable lengths: 5 m, 10 m, 15 m.   
For other cable lengths and variants please contact icos-sales@belden.com   
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Passive Distribution Boxes:  
Control Cable 

Order Number Order Designation Product  
Line Interface Housing 

Material
Housing 
Width IP Rating I/O  

Ports
I/O  
Connection

PNP/  
NPN LED Shielded 

Housing

M12 4-poles, 1 signal per port, with control cable

69999 ASB 8/LED 5-4-331/5 M ESD ASB-C Control Cable TPU 60 mm IP67 8x M12 4-poles PNP Yes Yes

70000 ASB 8/LED 5-4-331/10 M ESD ASB-C Control Cable TPU 60 mm IP67 8x M12 4-poles PNP Yes Yes

61060 ASB 8/LED NPN 5-4-331/5 M ASB-C Control Cable TPU 60 mm IP67 8x M12 4-poles NPN Yes No

61058 ASB 8/LED NPN 5-4-331/10 M ASB-C Control Cable TPU 60 mm IP67 8x M12 4-poles NPN Yes No

934760003 ASB-R 8/LED 5-4-331/5 M ASB-R Control Cable Zinc die-cast 60 mm IP65, IP67 8x M12 4-poles PNP No No

934760004 ASB-R 8/LED 5-4-331/10 M ASB-R Control Cable Zinc die-cast 60 mm IP65, IP67 8x M12 4-poles PNP No No

934760005 ASB-R 8/LED 5-4-331/15 M ASB-R Control Cable Zinc die-cast 60 mm IP65, IP67 8x M12 4-poles PNP No No

58453 ASNBL 8/LED 5-4-320/5 M ASB-N Control Cable Stainless-steel 60 mm IP65, IP67, IP69K 8x M12 4-poles PNP Yes No

58459 ASNBL 8/LED 5-4-320/10 M ASB-N Control Cable Stainless-steel 60 mm IP65, IP67, IP69K 8x M12 4-poles PNP Yes No

58460 ASNBL 8/LED 5-4-320/15 M ASB-N Control Cable Stainless-steel 60 mm IP65, IP67, IP69K 8x M12 4-poles PNP Yes No

M12 5-poles, 2 signals per port, with control cable 

60605 ASBV 4 5-256/5 M ASB-C Control Cable TPU 60 mm IP67 4x M12 5-poles PNP No No

60604 ASBV 4 5-256/10 M ASB-C Control Cable TPU 60 mm IP67 4x M12 5-poles PNP No No

61091 ASBV 4 5-256/15 M ASB-C Control Cable TPU 60 mm IP67 4x M12 5-poles PNP No No

934764001 ASBV-R 4 5-256/5 M ASB-R Control Cable Zinc die-cast 60 mm IP65, IP67 4x M12 5-poles PNP No No

934764002 ASBV-R 4 5-256/10 M ASB-R Control Cable Zinc die-cast 60 mm IP65, IP67 4x M12 5-poles PNP No No

11147 ASBV 4/LED 5-256/5 M ASB-C Control Cable TPU 60 mm IP67 4x M12 5-poles PNP Yes No

11145 ASBV 4/LED 5-256/10 M ASB-C Control Cable TPU 60 mm IP67 4x M12 5-poles PNP Yes No

11146 ASBV 4/LED 5-256/15 M ASB-C Control Cable TPU 60 mm IP67 4x M12 5-poles PNP Yes No

17170 ASBV 4/LED 5-271/5 M ASB-C Control Cable TPU 60 mm IP67 4x M12 5-poles PNP Yes No

18754 ASBV 4/LED 5-271/10 M ASB-C Control Cable TPU 60 mm IP67 4x M12 5-poles PNP Yes No

934764003 ASBV-R 4/LED 5-256/5 M ASB-R Control Cable Zinc die-cast 60 mm IP65, IP67 4x M12 5-poles PNP Yes No

934764004 ASBV-R 4/LED 5-256/10 M ASB-R Control Cable Zinc die-cast 60 mm IP65, IP67 4x M12 5-poles PNP Yes No

60669 ASBV 6 5-332/5 M ASB-C Control Cable TPU 60 mm IP67 6x M12 5-poles PNP No No

60666 ASBV 6 5-332/10 M ASB-C Control Cable TPU 60 mm IP67 6x M12 5-poles PNP No No

61168 ASBV 6 5-332/15 M ASB-C Control Cable TPU 60 mm IP67 6x M12 5-poles PNP No No

60674 ASBV 6/LED 5-332/5 M ASB-C Control Cable TPU 60 mm IP67 6x M12 5-poles PNP Yes No

60672 ASBV 6/LED 5-332/10 M ASB-C Control Cable TPU 60 mm IP67 6x M12 5-poles PNP Yes No

60673 ASBV 6/LED 5-332/15 M ASB-C Control Cable TPU 60 mm IP67 6x M12 5-poles PNP Yes No

60671 ASBV 8 5-242/5 M ASB-C Control Cable TPU 60 mm IP67 8x M12 5-poles PNP No No

60670 ASBV 8 5-242/10 M ASB-C Control Cable TPU 60 mm IP67 8x M12 5-poles PNP No No

61204 ASBV 8 5-242/15 M ASB-C Control Cable TPU 60 mm IP67 8x M12 5-poles PNP No No

934765001 ASBV-R 8 5-242/5 M ASB-R Control Cable Zinc die-cast 60 mm IP65, IP67 8x M12 5-poles PNP No No

934765002 ASBV-R 8 5-242/10 M ASB-R Control Cable Zinc die-cast 60 mm IP65, IP67 8x M12 5-poles PNP No No

Standard cable lengths: 5 m, 10 m, 15 m.   
For other cable lengths and variants please contact icos-sales@belden.com   

Order Information
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Passive Distribution Boxes:  
Control Cable 

Order Information

Order Number Order Designation Product  
Line Interface Housing 

Material
Housing 
Width IP Rating I/O  

Ports
I/O  
Connection

PNP/  
NPN LED Shielded 

Housing

M12 5-poles, 2 signals per port, with control cable

11167 ASBV 8/LED 5-242/5 M ASB-C Control Cable TPU 60 mm IP67 8x M12 5-poles PNP Yes No

11165 ASBV 8/LED 5-242/10 M ASB-C Control Cable TPU 60 mm IP67 8x M12 5-poles PNP Yes No

11166 ASBV 8/LED 5-242/15 M ASB-C Control Cable TPU 60 mm IP67 8x M12 5-poles PNP Yes No

11170 ASBV 8/LED 5-255/5 M ASB-C Control Cable TPU 60 mm IP67 8x M12 5-poles PNP Yes No

11168 ASBV 8/LED 5-255/10 M ASB-C Control Cable TPU 60 mm IP67 8x M12 5-poles PNP Yes No

934765003 ASBV-R 8/LED 5-242/5 M ASB-R Control Cable Zinc die-cast 60 mm IP65, IP67 8x M12 5-poles PNP Yes No

934765004 ASBV-R 8/LED 5-242/10 M ASB-R Control Cable Zinc die-cast 60 mm IP65, IP67 8x M12 5-poles PNP Yes No

934765007 ASBV-R 8/LED 5-242/15 M ASB-R Control Cable Zinc die-cast 60 mm IP65, IP67 8x M12 5-poles PNP Yes No

38552 ASNBV 8/LED 5-278/5 M ASB-N Control Cable Stainless-steel 60 mm IP65, IP67, IP69K 8x M12 4-poles PNP Yes No

30608 ASNBV 8/LED 5-278/10 M ASB-N Control Cable Stainless-steel 60 mm IP65, IP67, IP69K 8x M12 4-poles PNP Yes No

38551 ASNBV 8/LED 5-278/15 M ASB-N Control Cable Stainless-steel 60 mm IP65, IP67, IP69K 8x M12 4-poles PNP Yes No

Standard cable lengths: 5 m, 10 m, 15 m.   
For other cable lengths and variants please contact icos-sales@belden.com   


