Pl wec-100403A

{7ECcoN’

Display Specs
Display Size 10.4"
Active Area (mm) 211x158
Brightness 300 nits
Contrast 700:1
Aspect Ratio 4:3
Resolution 1024x768
Viewing Angle 80/80/70/70
Display Colors 16.2M

Touch screen Type

Projected Capacitive Multi Touch Screen, Industrial Grade, TP: G+G, USB

Communication

Touch Panel 3mm Tempered Glass, 6H Hardness, Light Transmittance: 285%
CPU Intel J1900
Frequency 2.0Ghz

Core number

Celeron Quad

Motherboard Sizes SOC 146x102mm
Ram 4GB DDR3L 1* SODIMM, Mamimum 8GB DDR3L
Storage 32GB mSATA, Maximum 480GB.
Expansion 1*PCI-E, Support WiFi/3G/4G, Half Size ; 1* mSATA, for mini SSD, Full Size.
Ethernet RTL 8111F, 10/100/1000M
Speaker 8Q2W*2
1/0 Interfaces
VGA 1
HDMI 1
USB 2.0 3
USB3.0 1
COM RS232 2
RJ45 1
Line Out 1
Mic 1
DC Jack 1
Power Supply Voltage DC12V5A, with external Power Adapter 100~240V AC input

Power Consumption (Maximum)

20W

Dimensions

Overall Size (mm)

288.0W*231.0H*42.0D

Cut-out Size(mm)

271.0W*214.0H*39.0D

Mechanics & Material

IP Grade IP65 (Front Panel)
Shell Steel Plate Material,Powder Coating, Black color or other color options
Mounting Method Panel Mount, Wall Mount, Desktop, VESA 75*75mm, 100*100mm

Environment

Operation Temperature

0°C~60°C

Operation Humidity

10%~90%, None Conderation
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Pl wec-120403A

Y7EcoN

Display Specs
Display Size 12.1"
Active Area (mm) 245x184
Brightness 300 nits
Contrast 800:1
Aspect Ratio 4:3
Resolution 1024x768
Viewing Angle 80/80/70/70
Display Colors 16.7M

Touch screen Type

Projected Capacitive Multi Touch Screen, Industrial Grade, TP: G+G, USB

Communication

Touch Panel 3mm Tempered Glass, 6H Hardness, Light Transmittance: 285%
CPU Intel J1900
Frequency 2.0Ghz

Core number

Celeron Quad

Motherboard Sizes

SOC Thin ITX 170x170mm

Ram 4 GB DDR3L 1* SODIMM, Mamimum 8GB DDR3L
Storage 32GB mSATA, Maximum 480GB. Optional with 2.5" HDD 500GB~1TB
Expansion 1*PCI-E, Support WiFi/3G/4G, Half Size ; 1* mSATA, for mini SSD, Full Size.
Ethernet RTL 8111F, 10/100/1000M
Speaker 8Q2W*2
1/O Interfaces
VGA 1
HDMI 1
USB 2.0 3
USB 3.0 1
COMRS232 2
RJ45 1
Line Out 1
Mic 1
DC Jack 1
Power Supply Voltage DC12V5A, with external Power Adapter 100~240V AC input

Power Consumption (Maximum)

20w

Dimensions

Overall Size (mm)

323.0W*261.0H*51.0D

Cut-out Size(mm)

303.0W*242.0H*48.0D

Mechanics & Material

IP Grade

IP65 (Front Panel)

Shell

Steel Plate Material,Powder Coating, Black color or other color options

Mounting Method

Panel Mount, Wall Mount, Desktop, VESA 75*75mm, 100*100mm

Environment

Operation Temperature

0°C~60°C

Operation Humidity

10%~90%, None Conderation
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Pl wec-150403A

Display Specs
Display Size 15"
Active Area (mm) 304x228
Brightness 300 nits
Contrast 1000:1
Aspect Ratio 4:3
Resolution 1024x768
Viewing Angle 80/80/80/80
Display Colors 16.7M

Projected Capacitive Multi Touch Screen, Industrial Grade, TP: G+G, USB
Touch screen Type

C icati u 3 el
ommunication , f,: Windogs
Touch Panel 3mm Tempered Glass, 6H Hardness, Light Transmittance: 285%
CPU Intel J1900 ;
Frequency 2.0Ghz \

Core number Celeron Quad

Motherboard Sizes SOC Thin ITX 170x170mm

Ram 4 GB DDR3L 1* SODIMM, Mamimum 8GB DDR3L
Storage 32GB mSATA, Maximum 480GB. Optional with 2.5" HDD 500GB~1TB
Expansion 1*PCI-E, Support WiFi/3G/4G, Half Size ; 1* mSATA, for mini SSD, Full Size
Ethernet RTL 8111F, 10/100/1000M
Speaker 8Q2W*2
I/0 Interfaces
VGA 1
HDMI 1 ¥ iy
USB 2.0 3 . f My LT [T
USB 3.0 1
COM RS232 5 T T
; IR =
RJ45 1 i :
Line Out 1 . Mu_llllllﬂ
Mic 1
DC Jack 1 '\L/
Power Supply Voltage DC12V5A, with external Power Adapter 100~240V AC input
Power Consumption (Maximum) 25W

Dimensions

Overall Size (mm) 380.0W*300.0H*61.0D

360.0W*281.0H*58.0D

Cut-out Size(mm)

15 inch IPC
Mechanics & Material 0 . e
IP Grade IP65 (Front Panel) glanss o .
E < . Eﬂﬂﬂﬂﬂ%%“ﬂ il
Shell Steel Plate Material,Powder Coating, Black color or other color options § o Y
2 (000D (OOTEEMIIOIOND (00D
Mounting Method Panel Mount, Wall Mount, Desktop, VESA 75*75mm, 100*100mm e — S

305.8 3238

Environment

213.4

Operation Temperature

0°C~60°C

Operation Humidity

10%~90%, None Conderation
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Pl wec-170403A 147Ec0N’

Display Specs
Display Size 17"
Active Area (mm) 338x270
Brightness 350 nits
Contrast 1000:1
Aspect Ratio 4:3
Resolution 1280x1024
Viewing Angle 85/85/80/80
Display Color 16.7M

Projected Capacitive Multi Touch Screen, Industrial Grade, TP: G+G, USB
Touch screen Type
Communication

' Windoyis

Touch Panel 3mm Tempered Glass, 6H Hardness, Light Transmittance: 285% ’ '::
CPU Intel J1900
Frequency 2.0Ghz ‘
Core number Celeron Quad :
Motherboard Sizes SOC Thin ITX 170x170mm L ‘1
Ram 4 GB DDR3L 1* SODIMM, Mamimum 8GB DDR3L
Storage 32GB mSATA, Maximum 480GB. Optional with 2.5" HDD 500GB~1TB
Expansion 1*PCI-E, Support WiFi/3G/4G, Half Size ; 1* mSATA, for mini SSD, Full Size.
Ethernet RTL 8111F, 10/100/1000M
Speaker 8Q2W*2

1/0 Interfaces

VGA 1
HDMI 1
USB 2.0 3 T [
USB 3.0 1 | i W
COM RS232 5
COM RS485 1 T i
RJ45 1 I i
Line Out 1 s :
Mic 1 . Mlﬂ[ﬂll_lll!llll
DC Jack 1
Power Supply Voltage DC12V5A, with external Power Adapter 100~240V AC input \L/
Power Consumption (Maximum) 32w
Dimensions
Overall Size (mm) 414.0W*335.0H*61.0D
Cut-out Size(mm) 396.0W*327.0H*58.0D
17 inch IPC
Mechanics & Material 4158 1 ) —
IP Grade IP65 (Front Panel) ) B : ""“;%?TE@]EEEEEM
Shell Steel Plate Material,Powder Coating, Black color or other color options K N ° mme ¥
g (X000 AODDODINKNENTD CODIOD
Mounting Method Panel Mount, Wall Mount, Desktop, VESA 75*75mm, 100*100mm ———— 1)
Environment
Operation Temperature 0°C~60°C
Operation Humidity 10%~90%, None Conderation

B WECON TECHNOLOGY CO., LTD. | www.we-con.com.cn/en | sales@we-con.com.cn 05

230



Pl wec-190504A

Y7EcoN’

Display Specs
Display Size 19"
Active Area (mm) 376x301
Brightness 350 nits
Contrast 1000:1
Aspect Ratio 5:4
Resolution 1280x1024
Viewing Angle 85/85/80/80
Display Color 16.7M

Touch screen Type

Projected Capacitive Multi Touch Screen, Industrial Grade, TP: G+G, USB

Communication

Touch Panel 3mm Tempered Glass, 6H Hardness, Light Transmittance: 285%
CPU Intel J1900
Frequency 2.0Ghz

Core number

Celeron Quad

Motherboard Sizes

SOC Thin ITX 170x170mm

Ram 4 GB DDR3L 1* SODIMM, Mamimum 8GB DDR3L
Storage 32GB mSATA, Maximum 480GB. Optional with 2.5" HDD 500GB~1TB
Expansion 1*PCI-E, Support WiFi/3G/4G, Half Size; 1* mSATA, for mini SSD, Full Size,|
Ethernet RTL 8111F, 10/100/1000M
Speaker 8Q2W*2
1/O Interfaces
VGA 1
HDMI 1
USB 2.0 3
USB 3.0 1
COM RS232 5
COM RS485 1
RJ45 1
Line Out 1
Mic 1
DC Jack 1
Power Supply Voltage DC12V5A, with external Power Adapter 100~240V AC input

Power Consumption (Maximum)

35W

Dimensions

Overall Size (mm)

450.0W*379.0H*61.0D

Cut-out Size(mm)

433.0W*362.0H*58.0D

Mechanics & Material

IP Grade

IP65 (Front Panel)

Shell

Steel Plate Material,Powder Coating, Black color or other color options

Mounting Method

Panel Mount, Wall Mount, Desktop, VESA 75*75mm, 100*100mm

Environment

Operation Temperature

0°C~60°C

Operation Humidity

10%~90%, None Conderation
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Pl wec-211609A

{7EcoN’

Display Specs
Display Size 21.5"
Active Area (mm) 476x267
Brightness 250 nits
Contrast 3000:1
Aspect Ratio 16:9
Resolution 1920x1080
Viewing Angle 89/89/89/89
Display Color 16.7M

Touch screen Type

Projected Capacitive Multi Touch Screen, Industrial Grade, TP: G+G, USB

Communication

Touch Panel 3mm Tempered Glass, 6H Hardness, Light Transmittance: 285%
CPU Intel J1900
Frequency 2.0Ghz

Core number

Celeron Quad

Motherboard Sizes

SOC Thin ITX 170x170mm

Ram 4 GB DDR3L 1* SODIMM, Mamimum 8GB DDR3L
Storage 32GB mSATA, Maximum 480GB. Optional with 2.5" HDD 500GB~1TB
Expansion 1*PCI-E, Support WiFi/3G/4G, Half Size ; 1* mSATA, for mini SSD, Full Size
Ethernet RTL 8111F, 10/100/1000M
Speaker 8Q2W*2
I/O Interfaces
VGA 1
HDMI 1
USB 2.0 3
USB 3.0 1
COM RS232 5
COM RS485 1
RJ45 1
Line Out 1
Mic 1
DC Jack 1
Power Supply Voltage DC12V5A, with external Power Adapter 100~240V AC input
Power Consumption (Maximum), 38W
Dimensions
Overall Size (mm) 557.0W*345.0H*59.0D
Cut-out Size(mm) 539.0W*324.0H*56.0D

Mechanics & Material

IP Grade

IP65 (Front Panel)

Shell

Steel Plate Material,Powder Coating, Black color or other color options

Mounting Method

Panel Mount, Wall Mount, Desktop, VESA 75*75mm, 100*100mm

Environment

Operation Temperature

0°C~60°C

Operation Humidity

10%~90%, None Conderation
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